
Composition KIT C40/1000
-

-

KIT PRODUCT TECHNICAL DATASHEET

KIT C40/1000
Magnetic Encoder

-

24V DC
-

-

CODE DESCRIPTION QTY
-
-

E80/TX52R/2 Fix code transmitter 433,92 MHz, 2 channels, with copy function. 2
-
-
-

PRODUCT TECHNICAL SPECIFICATIONS
-
-

Power line supply 230V AC - 50/60Hz
-
-

Stand-by consumption  0,5W
-
-

Power 200W
-
-

Frequency of use 70%
-
-

Thrust 1000N
-
-

Operating temperature -20+50°C
-
-

Protection level IP40
-
-

Reductor Type Irreversible
-
-

Manoeuvre speed 20 cm/s
-
-

Onboard control unit YES
-
-

Encoder Analogue with hall effect
-
-

Maximum dimension product in mm (L x W x H) H180xW250xL450
-
-

Product weight packed (Kg) 6,8
-
-

Number items per pallet/box 36
-
-
-
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PRODUCT ACCESSORIES
-
-

-
-

-

-

RL654
Kit for external release with

existing handle.

|

-

-

RL655
Kit for external release
complete with handle.

|

-

-

LT314
Pair of optional fixing brackets.

|

| | | | | | | |

-
-
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